
Inter Decor

ENGINEERED TIMBER PARQWOOD
M O D E R N ,  C L A S S I C A L  &  S T Y L I S H  

F L O O R ,  W A L L  &  W I N D O W  T R E A T M E N T S .

R E N O V A T I O N  F U R N I T U R E  T R A D I N G  L L C  



MADE WITH CARE



Made 
With 
Care
ENGINEERED 

PARQUET.

ParqWood is a high quality 

parquet brand made with 

care and respect for the 

environment. Wood is a 

sustainable and optimally 

recyclable resource.



PARQWOOD

ParqWood is an engineered timber brand that provides a high-quality, 
parquet flooring for contemporary interiors. All products are made 
with care and are carefully selected to be FSC certified. 



ParqWood
‘Living On Nature’

NATURAL COLLECTION.



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Click
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Dune Oak
NATURAL COLLECTION



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Brushed Natural Oiled
Commercial Class: Class 31
Connection System: Click
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Terra Oak
NATURAL COLLECTION



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Brushed White Oiled
Commercial Class: Class 31
Connection System: Click
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Glacier Oak
NATURAL COLLECTION



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Brushed
Commercial Class: Class 31
Connection System: Click
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Cape Oak
NATURAL COLLECTION



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     600-1200mm
Width: 125mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Bay Walnut
NATURAL COLLECTION



Specifications

Pattern: 1-Strip
Top Layer: 3mm
Length:     600-1200mm
Width: 125mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Cove Walnut
NATURAL COLLECTION



Specifications

Pattern: 3-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Savannah Oak
NATURAL COLLECTION



Specifications

Pattern: 3-Strip
Top Layer: 3mm
Length:     1900mm
Width: 190mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating
FSC Certification: FSC Certified

ParqWood
Delta Walnut
NATURAL COLLECTION



Specifications

Pattern: Herringbone
Top Layer: 3mm
Length:     600mm
Width: 90mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating or  Glue Down
FSC Certification: FSC Certified

ParqWood
Dune Oak Herringbone
HERRINGBONE COLLECTION



Specifications

Pattern: Herringbone
Top Layer: 3mm
Length:     600mm
Width: 90mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Floating or Glue Down
FSC Certification: FSC Certified

ParqWood
Bay Walnut Herringbone
HERRINGBONE COLLECTION



Specifications

Pattern: Herringbone
Top Layer: 3mm
Length:     600mm
Width: 90mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Glue Down
FSC Certification: FSC Certified

ParqWood
Dune Oak Chevron
CHEVRON COLLECTION



Specifications

Pattern: Herringbone
Top Layer: 3mm
Length:     600mm
Width: 90mm
Thickness: 14mm
Core: Poplar
Bevel: N/A (On Order Only)
Finish: Lacquered
Commercial Class: Class 31
Connection System: Tongue & Groove
Installation Type: Glue Down
FSC Certification: FSC Certified

ParqWood
Bay Walnut Chevron
CHEVRON COLLECTION



BESPOKE COLOURS UPON REQUEST.

takimta sanc epsuso drin for 
the druamet uscma comda.

ParqWood bespoke colours and finishes are available upon request to 
suit design requirements for residential, hospitality & commercial 
schemes.



A wide variety of engineered timber accessories are available upon 
request including skirtings, floor trims and underlays to complement 
the flooring.

PARQWOOD



MODERN, CLASSICAL & STYLISH 
FLOOR, WALL & WINDOW TREATMENTS.

Inter Decor is a supply and fit out division based in the UAE with an 
extensive portfolio of floors, wall coverings and window treatment 
solutions. We offer extensive experience on a broad range of work 
from small bespoke fit-outs, through to substantial large-scale 
developments and masterplans

INTER DECOR
Renovation Furniture Trading LLC

E: id@rftgulf.com.comT: +91 44533068

A: Opal Tower, Office No. 2004, Business Bay,
Burj Khalifa Boulevard, Dubai PO Box 103642.

W: www.interdecor.ae


